
RECOMMENDED GLUES INVICTUS DRYBACK

BRAND ADHESIVE SPECIFICATIONS TROWEL CONSUMPTION /m²

F.BALL F44, F48+, F49 permanent glue -

F.BALL F74, F81, F84 heavy duty, wet areas -

F.BALL F49, F66 vertical -

F.BALL F58plus fiber-reinforced glue ,  
fast drying

A2 trowel 15kg: up to 90 m² / 166g/m² 

MAPEI Ultrabond4 LVT - 16kg: 64 - 46m² / 250-350 g/m²

MAPEI UltrabondEco V4 Evolution for extreme conditions such 
as intense traffic, wet area, 
direct sunlight, fibre reinforced

5kg: 20 - 11m² / 250-450 g/m²
16kg: 64m² / 36m² / 250-450 g/m²

ARDEX AF 2365 - Universal Adhesive - 14kg : 67 m² / 209 g/m²

ARDEX AF 2575 - Heavy Duty Adhesive 
1-Component

high temperature resistance,  
for use in areas with direct 
sunlight

7kg : 23 m² / 300 g/m²

ARDEX AF 2575 - Heavy Duty Adhesive 
2-Components

high temperature resistance,  
for use in areas with direct 
sunlight 

6kg : 20 m² / 300 g/m²

EUROCOL 646 Eurostar Premium better resistance to high 
temperatures than Eurostar 
Special 
Floor can be wet cleaned

A2 trowel 12kg : 48-34 m² / 250-350 g/m²

EUROCOL 140 Euromix PU glue for long exposure to high 
temperatures

A2 trowel 6,9kg : 12-10 m² / 550-690 g/m²

UZIN KE 2000 S (wet set adhesive) universal adhesive for all 
common floor coverings

A2 trowel 14kg: up to 70 m² / 200-320 g/m²

UZIN KE 66  fibre reinforced A2 trowel 14kg: up to 58 m² / 240-280 g/m²

UZIN KE 49 HT  high temperature adhesive 
(up to 60°C)

6kg: 20-30 m2 / 200-300 g/m2

14 kg: 47-70 m2 / 200-300 g/m2

UZIN KE 68  
1-Component  
Heavy Duty Adhesive

also for wet areas and areas 
with high temperatures

A1 trowel 14kg: up to 56 m² / 250-400 g/m²
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